
WAC 308-330-454  Stopping, standing, and parking of buses and 
taxicabs regulated.  (1) The operator of a bus shall not stop, stand, 
or park such vehicle upon any highway at any place other than a desig-
nated bus stop. This provision shall not prevent the operator of a bus 
from temporarily stopping in accordance with other stopping, standing, 
or parking regulations at any place for the purpose of and while ac-
tually engaged in the expeditious loading or unloading of passengers 
or their baggage.

(2) The operator of a bus shall enter a bus stop or passenger 
loading zone on a highway in such a manner that the bus when stopped 
to load or unload passengers or baggage shall be in a position with 
the right front wheel of such vehicle not farther than eighteen inches 
from the curb and the bus approximately parallel to the curb so as not 
to unduly impede the movement of other vehicular traffic.

(3) The operator of a taxicab shall not stop, stand, or park such 
vehicle upon any highway at any place other than in a designated taxi-
cab stand. This provision shall not prevent the operator of a taxicab 
from temporarily stopping in accordance with other stopping, standing, 
or parking regulations at any place for the purpose of and while ac-
tually engaged in the expeditious loading or unloading of passengers.
[Statutory Authority: RCW 46.90.010. WSR 95-23-042, § 308-330-454, 
filed 11/13/95, effective 12/14/95; WSR 94-01-082, § 308-330-454, 
filed 12/13/93, effective 7/1/94.]
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