
WAC 51-50-1107  Section 1107—Dwelling units and sleeping units.
1107.5.1.1 Accessible units in Group I-1, Condition 1. In Group I-1, 
Condition 1, at least 4 percent, but not less than one, of the dwell-
ing units and sleeping units shall be accessible units.
EXCEPTIONS: 1. In not more than 50 percent of the accessible units, water closets shall not be required to comply with ICC A117.1 where such water 

closets comply with Section 1109.2.4.
 2. In not more than 50 percent of the accessible units, roll-in-type showers shall not be required to comply with ICC A117.1 where roll-

in-type showers comply with Section 1109.2.5.

1107.5.1.2 Accessible units in Group I-1, Condition 2. In Group I-1, 
Condition 2, at least 10 percent, but not less than one, of the dwell-
ing units and sleeping units shall be accessible units.
EXCEPTIONS: 1. In not more than 90 percent of the accessible units, water closets shall not be required to comply with ICC A117.1 where such water 

closets comply with Section 1109.2.4.
 2. In not more than 90 percent of the accessible units, roll-in-type showers shall not be required to comply with ICC A117.1 where roll-

in-type showers comply with Section 1109.2.5.

1107.5.4 Group I-2 rehabilitation facilities. In hospitals and reha-
bilitation facilities of Group I-2 occupancies that specialize in 
treating conditions that affect mobility, or units within either that 
specialize in treating conditions that affect mobility, 100 percent of 
the dwelling units and sleeping units shall be accessible units.
EXCEPTIONS: 1. In not more than 50 percent of the accessible units, water closets shall not be required to comply with ICC A117.1 where such water 

closets comply with Section 1109.2.4.
 2. In not more than 50 percent of the accessible units, roll-in-type showers shall not be required to comply with ICC A117.1 where roll-

in-type showers comply with Section 1109.2.5.

1107.6.2.2.1 Type A units. In Group R-2 Occupancies containing more 
than 10 dwelling units or sleeping units, at least 5 percent, but not 
less than one, of the units shall be a Type A unit. All units on a 
site shall be considered to determine the total number of units and 
the required number of Type A units. Type A units shall be dispersed 
among the various classes of units, as described in Section 1107.6. 
Bedrooms in monasteries and convents shall be counted as sleeping 
units for the purpose of determining the number of units. Where the 
sleeping units are grouped into suites, only one sleeping unit in each 
suite shall count towards the number of required Type A units.
EXCEPTIONS: 1. The number of Type A units is permitted to be reduced in accordance with Section 1107.7.
 2. Existing structures on a site shall not contribute to the total number of units on a site.

1107.5.1 Group I-1. Accessible units and Type B units shall be provi-
ded in Group I-1 occupancies in accordance with Sections 1107.5.1.1 
through 1107.5.1.3.
1107.5.1.1 Accessible units in Group I-1, Condition 1. In Group I-1, 
Condition 1, at least 4 percent, but not less than one, of the dwell-
ing units and sleeping units shall be accessible units.
EXCEPTIONS: 1. In not more than 50 percent of the accessible units, water closets shall not be required to comply with ICC A117.1 where such water 

closets comply with Section 1109.2.2.
 2. In not more than 50 percent of the accessible units, roll-in-type showers shall not be required to comply with ICC A117.1 where roll-

in-type showers comply with Section 1109.2.3.

1107.5.1.2 Accessible units in Group I-1, Condition 2. In Group I-1, 
Condition 2, at least 10 percent, but not less than one, of the dwell-
ing units and sleeping units shall be accessible units.
EXCEPTIONS: 1. In not more than 50 percent of the accessible units, water closets shall not be required to comply with ICC A117.1 where such water 

closets comply with Section 1109.2.2.
 2. In not more than 50 percent of the accessible units, roll-in-type showers shall not be required to comply with ICC A117.1 where roll-

in-type showers comply with Section 1109.2.3.

1107.5.1.3 Type B units. In structures with four or more dwelling 
units or sleeping units intended to be occupied as a residence, every 
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dwelling unit and sleeping unit intended to be occupied as a residence 
shall be a Type B unit.
EXCEPTION: The number of Type B units is permitted to be reduced in accordance with Section 1107.7.

1107.5.2 Group I-2 nursing homes. Accessible units and Type B units 
shall be provided in nursing homes of Group I-2, Condition 1 occupan-
cies in accordance with Sections 1107.5.2.1 and 1107.5.2.2.
1107.5.2.1 Accessible units. At least 50 percent but not less than one 
of each type of the dwelling units and sleeping units shall be acces-
sible units.
EXCEPTIONS: 1. In not more than 90 percent of the accessible units, water closets shall not be required to comply with ICC A117.1 where such water 

closets comply with Section 1109.2.2.
 2. In not more than 90 percent of the accessible units, roll-in-type showers shall not be required to comply with ICC A117.1 where roll-

in-type showers comply with Section 1109.2.3.

1107.5.4 Group I-2 rehabilitation facilities. In hospitals and reha-
bilitation facilities of Group I-2 occupancies that specialize in 
treating conditions that affect mobility, or units within either that 
specialize in treating conditions that affect mobility, 100 percent of 
the dwelling units and sleeping units shall be accessible units.
EXCEPTIONS: 1. In not more than 50 percent of the accessible units, water closets shall not be required to comply with ICC A117.1 where such water 

closets comply with Section 1109.2.2.
 2. In not more than 50 percent of the accessible units, roll-in-type showers shall not be required to comply with ICC A117.1 where roll-

in-type showers comply with Section 1109.2.3.

1107.6.2.3 Group R-2 other than live/work units, apartment houses, 
monasteries and convents. In Group R-2 Occupancies, other than live/
work units, apartment houses, monasteries and convents falling within 
the scope of Sections 1107.6.2.1 and 1107.6.2.2, accessible units and 
Type B units shall be provided in accordance with Sections 
1107.6.2.3.1 and 1107.6.2.3.2. Bedrooms within congregate living fa-
cilities shall be counted as sleeping units for the purpose of deter-
mining the number of units. Where the sleeping units are grouped into 
suites, only one sleeping unit in each suite shall be permitted to 
count towards the number of required accessible units. Accessible 
units shall be dispersed among the various classes of units, as de-
scribed in Section 1107.6.
[Statutory Authority: RCW 19.27.031 and 19.27.074. WSR 20-21-021, § 
51-50-1107, filed 10/9/20, effective 11/9/20; WSR 20-01-090, § 
51-50-1107, filed 12/12/19, effective 7/1/20; WSR 16-03-064, § 
51-50-1107, filed 1/19/16, effective 7/1/16. Statutory Authority: RCW 
19.27.031 and chapters 19.27 and 34.05 RCW. WSR 13-04-067, § 
51-50-1107, filed 2/1/13, effective 7/1/13. Statutory Authority: RCW 
19.27.074, 19.27.020, and chapters 70.92, 19.27, and 34.05 RCW. WSR 
07-01-091, § 51-50-1107, filed 12/19/06, effective 7/1/07. Statutory 
Authority: RCW 19.27.031 and 19.27.074. WSR 04-01-108, § 51-50-1107, 
filed 12/17/03, effective 7/1/04.]
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