
WAC 296-155-54410  Sideboom cranes.  (1) The provisions of this 
standard apply, except WAC 296-155-53400(34) (Ground conditions), WAC 
296-155-53410 (Safety devices), WAC 296-155-53412 (Operational aids), 
WAC 296-155-531 through 296-155-53214 (crane certifier accreditation 
and crane certification) and WAC 296-155-53300 (Operator qualifica-
tions and certification).

(2) Sideboom cranes manufactured prior to the effective date of 
this section must meet the requirements of SAE J743a-1964. Sideboom 
cranes mounted on wheel or crawler tractors manufactured after the ef-
fective date of this section must meet the requirements of ASME 
B30.14-2010.
[Statutory Authority: RCW 49.17.010, 49.17.040, 49.17.050, 49.17.060 
and chapter 49.17 RCW, and 29 C.F.R. 1926, Subpart CC. WSR 13-02-068, 
§ 296-155-54410, filed 12/31/12, effective 2/1/13. Statutory Authori-
ty: RCW 49.17.010, 49.17.040, 49.17.050, 49.17.440, 49.17.060, and 29 
C.F.R. 1926, Subpart CC. WSR 12-01-086, § 296-155-54410, filed 
12/20/11, effective 2/1/12.]
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