
WAC 173-182-345  Determining effectiveness of recovery systems. 
Plan holders and PRCs that own equipment shall provide information for 
ecology to determine the effectiveness of the recovery systems and how 
the equipment meets the planning standards. To avoid duplication, plan 
holders relying upon a PRC to meet the necessary planning standards 
may reference the information submitted in the PRC's application, as 
approved by the department. Ecology will use the criteria in ASTM In-
ternational F 1780-97 (reapproved 2018).

Determination of efficiency of recovery systems in varied operat-
ing environments and product types:

(1) For all skimmers, describe how the device is intended to be 
transported and deployed. List the boom and work boats associated with 
each water based skimming system. Identify the pumps and pumping ca-
pacity that will be used to transfer product to storage devices.

(2) For all oil recovery systems that rely on a vessel of oppor-
tunity or nondedicated transport asset, include a statement on how the 
asset would be located and secured. Include in the plan the mobiliza-
tion time needed to ensure the assets are available, as well as the 
time needed to set up the oil recovery system, and the personnel that 
will be used in the operations. This may require longer mobilization 
time than those described in this chapter.
[Statutory Authority: RCW 88.46.0601, 88.46.060, 88.46.120, 88.46.068, 
90.56.2101, 90.56.210, 90.56.240, 90.56.569, 90.56.050, and 90.56.005. 
WSR 20-01-165 (Order 18-10), § 173-182-345, filed 12/18/19, effective 
1/18/20. Statutory Authority: Chapter 90.56 RCW. WSR 16-21-046 (Order 
15-08), § 173-182-345, filed 10/12/16, effective 11/12/16. Statutory 
Authority: Chapters 88.46, 90.56, and 90.48 RCW. WSR 06-20-035 (Order 
00-03), § 173-182-345, filed 9/25/06, effective 10/26/06.]
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