
WAC 296-869-30005  Manually propelled elevating work platforms.
Important:
This section applies to manually propelled, integral chassis, el-

evating work platforms with a platform that cannot be positioned com-
pletely beyond the base.

(1) You must make sure manually propelled elevating work plat-
forms meet the design and construction requirements of American Na-
tional Standards Institute (ANSI) A92.3-1990, American National Stand-
ard for Manually Propelled Elevating Aerial Platforms.

(2) You must make sure the manufacturer provides instructions and 
markings that meet the requirements of ANSI A92.3-1990, American Na-
tional Standard for Manually Propelled Elevating Aerial Platforms, on 
each elevating work platform.

(3) You must make sure manuals that meet the requirements of ANSI 
A92.3-1990, American National Standard for Manually Propelled Elevat-
ing Aerial Platforms, are:

(a) Provided for each elevating work platform; and
(b) Kept in the weather-resistant storage compartment provided by 

the manufacturer.
Note: Required manuals include the manufacturer's operating and maintenance manuals and a manual that defines the responsibilities of dealers, 

owners, lessors, lessees, users, and operators.

[Statutory Authority: RCW 49.17.010, 49.17.040, 49.17.050. WSR 
15-23-086, § 296-869-30005, filed 11/17/15, effective 12/18/15. Statu-
tory Authority: RCW 49.17.010, 49.17.040, 49.17.050, 49.17.060. WSR 
06-19-073, § 296-869-30005, filed 9/19/06, effective 1/1/07.]
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