
WAC 296-17A-0210  Classification 0210.
0210-00 Asphalt paving or surfacing: Highway, street or roadway
Applies to:

Contractors engaged in forms of asphalt paving or surfacing, re-
surfacing, scraping, sawing, cutting, or patching operations performed 
on or in connection with new or existing highway, street, or roadway 
projects including approaches and bridges.

The process begins after the roadbed or roadside grade has al-
ready been established and the subsurface or sub base has been pre-
pared.
Work activities are limited to:

• Laying crushed stone;
• Placement of expansion joints;
• Application of oil or other adhesive bonding materials; and
• Surface spreading and rolling of crushed aggregate.

Equipment used include, but are not limited to:
• Dump trucks;
• Graders;
• Oil trucks;
• Paving machinery;
• Rollers;
• Scrapers.

Exclusions:
• Preliminary roadbed or roadside construction such as clearing 

of right of ways, establishing grades, subsurfaces or sub bases is 
classified in 0101;

• Asphalt surfacing/resurfacing not in connection with highway, 
street or roadway projects is classified in 0212;

• Construction specialty services such as the installation of 
guardrails, lighting standards, and striping is classified in 0219;

• Concrete construction is classified in the classification ap-
plicable to the work being performed.
[Statutory Authority: RCW 51.04.020 and 51.16.035. WSR 23-23-155, § 
296-17A-0210, filed 11/21/23, effective 1/1/24. WSR 07-01-014, recodi-
fied as § 296-17A-0210, filed 12/8/06, effective 12/8/06. Statutory 
Authority: RCW 51.16.035. WSR 98-18-042, § 296-17-50908, filed 
8/28/98, effective 10/1/98; WSR 96-12-039, § 296-17-50908, filed 
5/31/96, effective 7/1/96.]
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