
WAC 296-54-523  Inspection and repair of equipment and vehicles. 
(1) Defective equipment in need of repair must be reported to manage-
ment as soon as possible and such equipment must not be used until re-
pairs are completed if there is a possible hazard to safety of the op-
erator or other employees.

(2) Each vehicle used to perform any logging operation must be 
inspected before initial use during each workshift. Defects or damage 
must be repaired or the unserviceable vehicle must be replaced before 
work is commenced.

(3) Each vehicle, machine and piece of equipment used to perform 
any logging operation must be maintained in serviceable condition.
[Statutory Authority: RCW 49.17.010, 49.17.040, 49.17.050, 49.17.060, 
and chapter 49.17 RCW. WSR 17-17-131, § 296-54-523, filed 8/22/17, ef-
fective 10/22/17. Statutory Authority: RCW 49.17.010, [49.17].040 and 
[49.17].050. WSR 99-17-117, amended and recodified as § 296-54-523, 
filed 8/18/99, effective 12/1/99. Statutory Authority: RCW 49.17.040, 
[49.17].050 and [49.17].060. WSR 96-22-013, § 296-54-521, filed 
10/28/96, effective 1/1/97. Statutory Authority: RCW 49.17.040, 
49.17.150 and 49.17.240. WSR 79-10-081 (Order 79-14), § 296-54-521, 
filed 9/21/79.]
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