
WAC 296-78-635  Jointers.  (1) Each hand feed jointer or buzz 
planer with horizontal head must be provided with an automatic guard 
over the cutting head both in front of and in back of the guide.

(2) Each jointer or buzz planer with horizontal head must be 
equipped with a cylindrical cutting head, the throat of which must not 
exceed three-eighths inch in depth or one-half inch in width. The 
knife projection must not exceed one-eighth inch beyond the cylindri-
cal body of the head.

(3) The opening in the table must be kept as small as possible. 
The clearance between the edge of the rear table and the cutter head 
must be not more than one-eighth inch. The table throat opening must 
be not more than two and one-half inches when tables are set or 
aligned with each other for zero cut.

(4) Each jointer or buzz planer with vertical head must be guar-
ded by an exhaust hood or other approved device which completely enc-
loses the revolving head except for a slot sufficiently wide to permit 
the application of material. The guard must effectively protect the 
operator's hand from coming in contact with the revolving knives. The 
guard must automatically adjust itself to cover the unused portion of 
the head and must remain in contact with the material at all times.

(5) Push sticks must be provided and used for feeding stock 
through hand operated jointers or buzz planers.
[Statutory Authority: RCW 49.17.010, 49.17.040, 49.17.050, and 
49.17.060. WSR 17-16-132, § 296-78-635, filed 8/1/17, effective 
9/1/17. Statutory Authority: Chapter 49.17 RCW. WSR 96-17-056, § 
296-78-635, filed 8/20/96, effective 10/15/96. Statutory Authority: 
RCW 49.17.040, 49.17.050 and 49.17.240. WSR 81-18-029 (Order 81-21), § 
296-78-635, filed 8/27/81.]
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