
WAC 296-307-41003  LP-gas installations not covered by this part. 
(1) This part does not apply to:

(a) LP-gas refrigerated storage systems;
(b) LP-gas used with oxygen;
(c) LP-gas used in utility gas plants (covered by the National 

Fire Protection Association Standard for the Storage and Handling of 
Liquefied Petroleum Gases at Utility Gas Plants, NFPA No. 59-1968);

(d) Low-pressure (less than 1/2 pound per square inch or 14 in-
ches water column) LP-gas piping systems, and the installation and op-
eration of residential and commercial appliances supplied through such 
systems. The National Fire Protection Association Standard for the In-
stallation of Gas Appliances and Gas Piping, NFPA 54-1969 apply to 
these systems.

(2) LP-gas installations, equipment, and appliances that met the 
requirements of the National Fire Protection Association Standard for 
the Storage and Handling of Liquefied Petroleum Gases NFPA No. 
58-1972, 1973 at the time of manufacture or installation may be used 
if they do not create a hazard to employees.
[Statutory Authority: RCW 49.17.010, 49.17.040, 49.17.050, and 
49.17.060. WSR 20-21-091, § 296-307-41003, filed 10/20/20, effective 
11/20/20. WSR 97-09-013, recodified as § 296-307-41003, filed 4/7/97, 
effective 4/7/97. Statutory Authority: RCW 49.17.040, [49.17.]050 and 
[49.17.]060. WSR 96-22-048, § 296-306A-41003, filed 10/31/96, effec-
tive 12/1/96.]
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