
WAC 296-307-43501  Scope.  (1) WAC 296-307-435 applies to:
(a) LP-gas system installations on vehicles (self-propelled, 

trailers, or semitrailers) used for commercial or construction purpo-
ses;

(b) All exchangeable container systems with container capacities 
greater than 105 pounds water capacity (approximately 45 pounds LP-gas 
capacity); and

(c) Systems using containers permanently mounted on vehicles.
(2) All LP-gas installations on commercial vehicles must meet all 

requirements of WAC 296-307-410 (unless otherwise indicated) and the 
additional requirements of this section. When such a vehicle is perma-
nently parked, and LP-gas is supplied from a system not mounted on and 
secured to the unit, WAC 296-307-415 and 296-307-420 also apply.

(3) This section does not apply to LP-gas motor fuel systems cov-
ered by WAC 296-307-425.
[Statutory Authority: RCW 49.17.010, 49.17.040, 49.17.050, and 
49.17.060. WSR 20-21-091, § 296-307-43501, filed 10/20/20, effective 
11/20/20. Statutory Authority: RCW 49.17.040. WSR 98-24-096, § 
296-307-43501, filed 12/1/98, effective 3/1/99. WSR 97-09-013, recodi-
fied as § 296-307-43501, filed 4/7/97, effective 4/7/97. Statutory Au-
thority: RCW 49.17.040, [49.17.]050 and [49.17.]060. WSR 96-22-048, § 
296-306A-43501, filed 10/31/96, effective 12/1/96.]
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