
WAC 296-307-50001  Eye protection.  (1) Helmets or hand shields 
must be used during all arc welding or arc cutting operations, exclud-
ing submerged arc welding. Goggles should also be worn during arc 
welding or cutting operations to provide protection from injurious 
rays from adjacent work, and from flying objects. The goggles may have 
either clear or colored glass, depending on the amount of exposure to 
adjacent welding operations. Helpers or attendants must have proper 
eye protection.

(2) Goggles or other suitable eye protection must be used during 
all gas welding or oxygen cutting operations. Spectacles without side 
shields, with suitable filter lenses are permitted for use during gas 
welding operations on light work, for torch brazing, or for inspec-
tion.

(3) All operators and attendants of resistance welding or resist-
ance brazing equipment must use transparent face shields or goggles, 
depending on the job, to protect their faces or eyes as required.

(4) Suitable goggles must be provided where needed for brazing 
operations not above.
[Statutory Authority: RCW 49.17.010, 49.17.040, 49.17.050, and 
49.17.060. WSR 20-21-091, § 296-307-50001, filed 10/20/20, effective 
11/20/20. WSR 97-09-013, recodified as § 296-307-50001, filed 4/7/97, 
effective 4/7/97. Statutory Authority: RCW 49.17.040, [49.17.]050 and 
[49.17.]060. WSR 96-22-048, § 296-306A-50001, filed 10/31/96, effec-
tive 12/1/96.]
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