
WAC 296-869-200  Section contents.
Summary
Important:
This section applies to the following types of vehicle-mounted 

aerial devices:
(1) Extensible-boom work platforms;
(2) Articulating-boom work platforms;
(3) Vertical towers;
(4) Aerial ladders;
(5) A combination of any of the above types of elevating work 

platforms.
Your responsibility:
To meet these requirements when using aerial lifts.

You must meet the 
requirements ... in this section:

Design and construction WAC 296-869-20005
Modifications WAC 296-869-20010
Owned, rented, or leased 
aerial lifts

WAC 296-869-20015

Operator requirements WAC 296-869-20020
Operator training WAC 296-869-20025
Operator prestart 
inspection

WAC 296-869-20030

Workplace survey WAC 296-869-20035
Before and during use WAC 296-869-20040
Working from the platform WAC 296-869-20045
Moving the aerial lift WAC 296-869-20050
Aerial ladders WAC 296-869-20055

[Statutory Authority: RCW 49.17.010, 49.17.040, 49.17.050. WSR 
15-23-086, § 296-869-200, filed 11/17/15, effective 12/18/15. Statuto-
ry Authority: RCW 49.17.010, 49.17.040, 49.17.050, 49.17.060. WSR 
06-19-073, § 296-869-200, filed 9/19/06, effective 1/1/07.]
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