
WAC 16-233-221  Decontamination and eye flushing supplies for 
handlers—40 C.F.R., § 170.509.  (1) Requirement. The handler employer 
must provide decontamination and eye flushing supplies in accordance 
with this section for any handler that is performing any handler ac-
tivity or removing personal protective equipment at the place for 
changing required in WAC 16-233-216 (4)(i).

(2) General conditions. The decontamination supplies required in 
subsection (1) of this section must include: At the site where han-
dlers remove personal protective equipment, soap, single-use towels, 
and a sufficient amount of water so that handlers may wash thoroughly. 
At least 10 gallons of water for one employee and 20 gallons of water 
for two or more employees shall be provided at mixing and loading 
sites that do not have running water. The decontamination and eye 
flushing supplies required in subsection (1) of this section must meet 
all of the following requirements:

(a) Water. At all times when this section requires handler em-
ployers to make water available to handlers for routine washing, emer-
gency decontamination or eye flushing, the handler employer must en-
sure that it is of a quality and temperature that will not cause ill-
ness or injury when it contacts the skin or eyes or if it is swal-
lowed. If a water source is used for mixing pesticides, it must not be 
used for decontamination or eye flushing supplies, unless equipped 
with properly functioning valves or other mechanisms that prevent con-
tamination of the water with pesticides, such as anti-backflow si-
phons, one-way or check valves, or an air gap sufficient to prevent 
contamination.

(b) Soap and single-use towels. The handler employer must provide 
soap and single-use towels for drying in quantities sufficient to meet 
the handlers' needs. Hand sanitizing gels and liquids or wet towe-
lettes do not meet the requirement for soap. Wet towelettes do not 
meet the requirement for single-use towels.

(c) Clean change of clothing. The handler employer must provide 
one clean change of clothing, such as coveralls, for use in an emer-
gency.

(3) Location. The decontamination supplies must be located to-
gether outside any treated area or area subject to a restricted-entry 
interval, and must be reasonably accessible to each handler during the 
handler activity. The decontamination supplies must not be more than 
1/4 mile from the handler, except that where the handler activity is 
more than 1/4 mile from the nearest place of vehicular access or more 
than 1/4 mile from any nontreated area, the decontamination supplies 
may be at the nearest place of vehicular access outside any treated 
area or area subject to a restricted-entry interval.

(a) Mixing sites. Decontamination supplies must be provided at 
any mixing site.

(b) Exception for pilots. Decontamination supplies for a pilot 
who is applying pesticides aerially must be in the aircraft or at the 
aircraft loading site.

(c) Exception for treated areas. The decontamination supplies 
must be outside any treated area or area subject to a restricted-entry 
interval, unless the soap, single-use towels, water and clean change 
of clothing are protected from pesticide contamination in closed con-
tainers.

(4) Emergency eye flushing.
(a) Whenever a handler is mixing or loading a pesticide product 

whose labeling requires protective eyewear for handlers, or is mixing 
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or loading any pesticide using a closed system operating under pres-
sure, the handler employer must provide at each mixing/loading station 
and handler decontamination sites, immediately available to the han-
dler, at least one plumbed or portable eye wash system that is capable 
of delivering gently running water at a rate of at least 0.4 gallons 
(1.5 liters) per minute for at least 15 minutes, at least six gallons 
of water. A plumbed or portable system meeting the above requirements 
shall be provided at all permanent mixing and loading sites.

(b) Whenever a handler is applying a pesticide product whose la-
beling requires protective eyewear for handlers, the handler employer 
must provide at least one pint of water per handler in portable con-
tainers that are immediately available to each handler.
[Statutory Authority: RCW 15.58.040, 17.21.030, and 17.21.440. WSR 
22-23-063, § 16-233-221, filed 11/9/22, effective 12/10/22. Statutory 
Authority: RCW 15.58.040 and 17.21.030. WSR 20-21-029, § 16-233-221, 
filed 10/12/20, effective 11/12/20. Statutory Authority: RCW 
15.58.040, 17.21.030 and chapter 34.05 RCW. WSR 18-01-054, § 
16-233-221, filed 12/13/17, effective 1/13/18.]
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