
WAC 296-307-48013  Safety devices on cylinders.  (1) Valve-pro-
tection caps must not be used for lifting cylinders from one vertical 
position to another. Bars must not be used under valves or valve-pro-
tection caps to pry cylinders loose when frozen to the ground or oth-
erwise fixed; we recommend using warm (not boiling) water. Valve-pro-
tection caps are designed to protect cylinder valves from damage.

(2) Cylinders without fixed hand wheels must have keys, handles, 
or nonadjustable wrenches on valve stems while these cylinders are in 
service. In multiple cylinder installations only one key or handle is 
required for each manifold.

(3) No one may tamper with safety devices in cylinders or valves.
(4) Nothing may be placed on top of an acetylene cylinder when in 

use that may damage the safety device or interfere with the quick 
closing of the valve.

(5) Where a special wrench is required it must be left in posi-
tion on the stem of the valve while the cylinder is in use so that the 
fuel-gas flow can be quickly turned off in case of emergency. In the 
case of manifolded or coupled cylinders at least one such wrench must 
always be available for immediate use.

(6) Cylinders with leaking fuse plugs or other leaking safety de-
vices should be plainly marked with a warning not to approach them 
with a lighted cigarette or other source of ignition. The employer 
should notify the supplier promptly and follow the supplier's instruc-
tions as to their return.
[Statutory Authority: RCW 49.17.010, 49.17.040, 49.17.050, and 
49.17.060. WSR 20-21-091, § 296-307-48013, filed 10/20/20, effective 
11/20/20. WSR 97-09-013, recodified as § 296-307-48013, filed 4/7/97, 
effective 4/7/97. Statutory Authority: RCW 49.17.040, [49.17.]050 and 
[49.17.]060. WSR 96-22-048, § 296-306A-48013, filed 10/31/96, effec-
tive 12/1/96.]
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